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Round-trip maintenance of software 
configuration 

US Pa;. 6312710 - Filed Jan 31, 2002 - international Business Machines Corporation 
The telecom wizard provides user input mechanisms through a graphical user ... 
Such direct changes, 50 because they are made outside any IDE or wizard are ... 

[application] Computer method and apparatus for automating trans.,:, on to a modeling language 

Within IDE 1 1 are wizards 13a, b ... n. Each wizard 13 is directed to a respective 
... Responsive to this user input, wizard 13 generates code in the ... 

intellisense in project upgrade 

US Pat. 71 2770? •• Filed Oct 10, 2002 •■ Microsoft Corporation 

Typically, a user upgrade wizard features may facilitate migration of the will 

identify the project, code, etc., using a foreign IDE. ... 

Development system with visual design tools for creating and maintaining ... 

US Pat 6237135 - Filed Sep i n 1938 - Borland Software Corporation 

In response to this input, the system custom controls, which the user installs onto 

... 50 wizard. The user employs the Java Bean Wizard 300 to In order to ... 

System and method for generating XSL transformation documents 

IOH 21 1 preferably provides an integrated drive electronics (IDE) bus interface 
... Here the wizard allows the user to identify entity values from the input ... 

[application] System and method for generating XSL transformation documents 

X)RPS Residential, inc. 
Under the control of the wizard application, the processor provides a graphical 
user interface (GUI) that prompts the user for additional input using a ... 

[application] System and method for domain configuration 

US Pat. Ann 10/733,49/ • Fiiecl R>D 1 7, 

A wizard/user interface (not shown) can allow a user to target the servers and 
... By way of a non-limiting example, if a user needs to develop an IDE ... 

[application] Method and system for generating schema to java mapping descriptors 

The user API 506 contains interfaces and classes that applications use to work 
... an input schema to Java configuration object (configuration object) 610, ... 

Customizable system for creating supervisory process control and ... 

enables a user to launch a code wizard that generates skeleton code for a ... 
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editor to display to a user when configuring the object/primitive via the IDE. ... 

Reconfigurabie measurement system utilizing a programmable hardware element 
US Par. 708 ;d Oc 0 > ^oration 

This embodiment mixes wizard program to receive user input specifying or ... 
to be ide similar soluti but one be preferable to the (ie the FPGA 1 06 in the ... 

M Stay up to date on these results using the patents RSS feed on ide wizard user input . 
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M Agent Midcveware ■.. Mobile CQmpiAng - all 7 versions » 
P Bellavista, A Corradi C Stefaneili ■ 2001 ■ acMeeecs.org 

... If a local proxy is available, VRM rebinds ... SOMA mobile agents implement the UVE, 
MVT, and ... facilitates distribution of the mobility middleware and simplifies ... 

Cited Dy 1 37 - Relied Articles - Web Search - si Direct 

Reflectjve MiddJevvare So nr '0 donlon Avvaic Applications - ^ > ror: ^ 

l Capra, W Emmerich, G Masccic - Pioceedings of tee Third international Conference on 200"; ■• Springer 

... Applications running on a mobile device need to be aware of their execution ... 2). From 

now on, it is the middleware that is in charge of maintaining a valid ... 

Cited Dy 8? - Related Articles - Wee Search - Bi, Direct 

Dynamic Binding in Mobile Applications: A Middleware Approach - all 9 versions 
R Bellavista, A Corradi, R Moetanari, G Stefaneili •• 2003 - doi.ieeecompi.itei-society.org 
... Colomba supports mobile applications primarily via distributed deployment ... portable 
device with a companion middleware proxy a shadow proxy that autonomously ... 

Cited by 46 - Related Articles - Woe Search - bi. Diteci 



The Ubiquitous Provisioning of Internet Services t o Portable Devic es - all 12 versions » 

0 N 2002-doi.ieeecs.org 
... the shadow proxy as a mobile agent running ... Our middleware implements service adapters 
as SOMA agents ... immediately terminate the adapter" (the proxy then rebinds ... 

Cited by 6t - Related. Articles - Web Search 

Context-Aware Mid 1 ye sip s 

P Bellavista, A Corradi, R Montanari, C Stefaneili - 2003 - doi.ieeecomputersociety.org 
... few researches have proposed middleware solutions that ... existing MA platform with 
a Mobile Application Support ... provide a statically installed proxy to support ... 



iivloble: a proxy -based platform for mobile services - ail 1? versions » 



... of multiple devices and content sources from mobile users ... was originally designed 
to be middleware between H ... and adds intelligence to the traditional HTTP proxy ... 

Cited by R2 - Reiatee Articles - Wee 3ea;;on 

V electa ~ r " " > - v ' ' s ; <. { ( V2 ~~rcs- n n 

... pro- viders were to prepare and maintain content can ... required for transcoding, and 
a video proxy that converts ... and deliv- ers converted videos to mobile users. ... 

Cited Dy 4? - Reiaied Articles - Wee Search - Bi. Direct 

Wireless LAN access network architecture for mobile operators - all 8 versions » 
J Aia-Laurila, J Mikkonsm J Rinnemaa, NRi Priories - Communications Magazine, IEEE, 200 ' - 
leeexplore.ieee.org 
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... The operator WLAN system should maintain compatibility with ... connected directly to 
the Nokia Mobile Switching Centre ... checks if the roaming user has subscribed ... 



NetChaser: Agent Support for Personal Mobility - ail 7 versions » 

... HTTP, Mail, and FTP assistants are mobile service agents. ... and mail assistant both 
run on the proxy server nearest to the host station and maintain the working ... 

QM.bv 43 - Related .Articles - web Search - BL Direct 

RSVP mobility support: a signaling protocol for integrated serviceslnternet with mobile hosts - 

WT Chen, L.C Huang ■■ iNFOCOM 2000. Nineteenth Annua! Joint Conference o! the IEEE .... 2000 - 
■eeexpiore.ieee.org 

... reservation scheme allocates bandwidth to a user in the ... mobile related RSVP messages 
and maintain the mobile ... The mobile proxy should reside on gateway of the ... 

C:ied ey 9/ - Reia&d ArjkJfcs - Weo iee^r-h - BL Dlrec? 

Key authors: P.B.ejJ.avj.sta - A Corradi - A Fox - CStefanelli - L Capra 

Result Page: 1 2 3 4 5 6 7 8 9 10 Next 



[mobile (middleware OR ^ Searcri 



Google Home - About Google - About Google Scholar 

©2008 Google 



)://scholar.google.com/scholar?hl=en&lr=&q=mobile+%28middleware+OR+proxy%29... 4/24/2008 



